gallery rail installed 3” above
6 4’ x 6’ glass white boards

24” above the floor

gallery rail installed 3” above
6 4’ x 6’ glass white boards

24” above the floor

gallery rail installed 3” above
flat screen TV
outlet
12’-3” x 21’-9” open ended

7’-10” x 8’
fabric covered acoustic panel
FIRST FLOOR COMMUNITY GALLERY SPECIFICATIONS

SUPPLIES AVAILABLE
• 12 WHITEBOARD PANELS
• DRY ERASE MARKERS
• 180 MAGNETS THAT CAN HOLDER POSTERS MADE OF PAPER/CARDSTOCK (NO FOAMCORE)
• GALLERY HANGING SYSTEM THAT CAN HANG FRAMED PICTURES

GALLERY HANGING SYSTEM SPECIFICATIONS
• FRAMES ARE HUNG WITH HOOKS THAT SLIDE UP AND DOWN STEEL CABLES
• EACH HOOK CAN HOLD UP TO 45 POUNDS OR 90 POUNDS WHEN USED IN PAIRS

WHAT YOUR FRAMES NEED BEFORE YOU INSTALL
• FELT BACKING COVERING HOOKS AND CORNERS OF FRAMES
• HOOKS BEHIND FRAMES
  WE SUGGEST TWO D-RINGS OR TRIANGLE RINGS ON EACH SIDE (NO NEED FOR A WIRE ACROSS FRAMES)